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COMPRESSOR WIRING DIAGRAM

SINGLE PHASE MOTOR WITH
INTERNAL PROTECTION

COMPRESSOR WIRING DIAGRAM
THREE PHASE MOTOR WITH
INTERNAL PROTECTION
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USE COPPER CONDUCTORS ONLY. USE THIS
EQUIPMENT ON A GROUNDED SYSTEM ONLY. USE

MINIMUM 75° C WIRE FOR AMPACITY DETERMINATION,

FATLURE PROTECTION

PRODUCT APPROVALS -
T0 CORRECT IMPROPER MOTOR ROTATION.
SWITCH ANY TWO SUPPLY LINES.

USE COPPER CONDUCTORS ONLY. USE THIS
EQUIPMENT ON A GROUNDED SYSTEM ONLY.,

USE MINIMUM 75° C WIRE FOR AMPACITY
DETERMINATION. INTERNAL MOTOR PROTECTION-
ALLOW TIME FOR RESET. PRIMARY SINGLE PHASE
IS PROVIDED. CRANKCASE
HEATER, WHEN APPLIED, MUST BE CONNECTED
ONLY TO ITS RATED VOLTAGE. OVERCURRENT
PROTECTION DEVICE RATING AND TYPE MUST BE
[N ACCORDANCE WITH REGULATORY AGENCY END
SEE SYSTEM NAMEPLATE.
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INTERNAL MOTOR PROTECTION ALLOW THE TIME FOR
0,038 10,0015 1 MIN THICK EXTERIOR AND RESET. OVERCURRENT PROTECTION DEVICE % -
0.038 [0.0015 ] MIN THICK INTERIOR RATING AND TYPE MUST BE IN ACCORDANCE < .
COPPER PLATED STEEL DISCHARGE FITTING. WITH REGULATORY AGENCY END PRODUCT
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MOTOR
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ECN1 00805 18 |ADDED ZP54KE6E-TFD 02-17-15 | ™ |BLR|KJR
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